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8.1 Reasons and solutions

No .| Reasons Solutions
The reaction pressure of equipment is more than the Open the shutoff valve on the discharge side to the

1 design point pressure of the pump required position

2 | The pump or the pipes are not emptied completely or filled up | Empty or fill up with water

3 | Water—supply pipes or pressure is clogged. Clean the pipes and impellers

4 | There are bubbles in the pipes Install the vent valve,and change the pipes position
Check the water level of the pump suction inlet;

5 | Allowable NPSH is too low Open the shutoff valve of water—supply pipes completely;
If the friction loss is serious,rearrange the pipes

6 | The rotation direction is on the reverse Change any two—phase pole on the motor

7 | The rotation speed is too low Increase the rotation speed

8 | The internal consumption of parts inside of the pump Replace the abrasion parts

The specific gravity,viscosity and temperature of the liquids

9 | transmitted do not comply with the design value Contact us then we will negotiate about it.
Set the operation point on the shutoff valve which is on

10 | The differential pressure of pump is lower than the rated value| the pressure pipe

11 | The rotation speed is too high Reduce the rotation speed

12 | The shaft seal is damaged Check the shaft seal parts,replace them if needed

13 [ The pump set is not well aligned Realign it ;Check the pipe connection to see if it has stress

14 | The pump bears the stress Readjust it

15 | The clearance of half coupling provided is not adjusted Please see the clearance value in the assembly drawing

16 | The voltage of motor is not the one needed Rematch the voltage of motor

17 | The two—phase run of motor Check the cable joints;replace the bad fuse

18 | The bolts are not screwed tightly Screw the bolts tightly;Replace the sealing

19 | The impellers are not balanced or the rotor is unbalanced Clean the impellers;Rebalance the impellers or rotor

20 | The bearing is damaged Replace the bearing

21 | The minimum capacity can not be achieved Increase the minimum capacity to the specified value

22 | Parallel operation can not be applied on the pump Readjust the pipes, negotiate with us

23 | The pump setis not well aligned Realign the pump,motor and coupling

24 | The shaft is crooked Replace it . negotiate with us

25 | The cooling is not enough Clean the cooling system;negotiate with us
Clean the lubrication system

26 | There is something wrong with the lubrication system Check the lubricant and oil level

27 | The impeller is damaged Replace the damaged one;negotiate with us

28 | The failure of the motor Check the motor

29 |Clogging Remove and clean the pipe
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